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BO-TIANG TECHNOLOGY CO., LTD.
PRODUCT SPECIFICATION ( & 53842 )

BO-JIANG
PART NO.(E5%) | 7361DS516BFO00R DATE (HER) 2007/08/06
TITLE(ZE f%447%8) | N BULKHEAD CRIMP JACK
MATERIAL AND FINISH(#/ 5 K ZTHI R FE)
DESCRIPTION(78) MATERIAL(}/ &) FINISHGRHEIEREE)
Center Contact(F[»384Z) PHOSPHOR BRONZE 3u” GOLD
Insulator(FEA& ) TEFLON WHITE
Outer Contact(#f3E{£) BRASS NICKEL
Others(E'E)
ELECTRICAL(EER¥F1%E)
Impedance(FH$T) 50 Q

Voltage Standing Wave Ratio(VSWR;EEJ FE)

1.3 Max. 0 - 11 GHz

Dielectric Withstanding Voltage(fB#&1i 2 )

2500  Volts Min. RMS

Contact Resistance

CELRIEHT)

Center Contact (H[ (%)

3 Milliohms Max.

Outer Contact (FF384A)

2 Milliohms Max.

VInsulation Resistance(f& 5 FHHT)

5000 Megohms min.

MECHANICAL (Bt 1)

Force To Engage/Disengage(3£4 77,/ IREES]): 6 in-Ibs max.

Coupling Nut Retention(BEFEIEIE&Z /). N/A

Coupling Proof Torque(BfHEAZH 1) NA

Contact Retention(H.0 BUYARZ 17):  N/A
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